


Husky 1040 FDA 

Technical Specifications
Maximum fluid working pressure . . 120 psi (8.4 bar, 0.84 MPa)

Maximum free flow delivery*  . . . . . . . . . . . . 40 gpm (151 lpm)

Maximum pump speed . . . . . . . . . . . . . . . . . . . . . . . . . 276 cpm

Displacement per cycle**  . . . . . . . . . . . . 0.15 gallon (0.57 liter)

Maximum suction lift (D7S888) . . . . . . . . . . . . 19 ft (5.8 m) dry

Maximum size pumpable solids  . . . . . . . . . . . 0.13 in (3.2 mm)

Maximum diaphragm operating temperature

    PTFE  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .220ºF (104.4ºC)
Santoprene  . . . . . . . . . . . . . . . . . . . . . . . . . . . 180ºF (82.2ºC)
Buna-N  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180ºF (82.2ºC)
Viton  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 300ºF (148.8ºC)

Typical sound level 
at 70 psi air (0.49 bar, 4.9 MPa) air @ 50 cpm  . . . . . 78 dBa

Maximum air consumption  . . . . . . . . . . . 60 scfm (1.7 m3/min)

Air pressure operating range  . . . . . . . . . . . . . . . . . 20 to 120 psi 
(1.4 to 8.4 bar, 0.14 to 0.84 MPa)

Air inlet size . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/2 npt(f)

Fluid inlet & outlet size  . . . . . . . .1-1/2 in (38.1 mm) Tri-Clamp

Weight

Stainless Steel  . . . . . . . . . . . . . . . . . . . . . . . . . . 33 lb (15 kg)

Instruction manual  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .309528
* Flow rates are with muffler and do not vary based on diaphragm material.
** Displacement per cycle may vary based on suction condition, discharge head,

air pressure and fluid type.
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Air Inlet 
1/2 npt(f)

1-1/2 in Outlet 
Sanitary Flange

1-1/2 in Inlet 
Sanitary Flange

Air Exhaust 
(muffler included) 

3/4 npt(f)

3/8-16 Threads

2.0 in 
(51 mm)

Overall Width = 9.2 in (233 mm) 
Mounting Hole Width = 5.0 in (127 mm)

Perfect for applications requiring a small, portable
pump that delivers fast evacuation rates.

Typical Materials: 
Fruit juices, corn syrup, applesauce, oils, jellies, jams,
sauces and starch

Ordering InformationPart No. Seat Ball Diaphragm
D7S311 Stainless Steel Teflon Teflon

D7S666 Santoprene Santoprene Santoprene

D7S377 Stainless Steel Buna-N Buna-N

D7S388 Stainless Steel Viton Viton

All fluid contact materials are FDA-compliant.
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